City of New York
Pepartment of Buildings

Pursuant to Administrative Code Section 27-131, the following
equipment cr material has been famd acceptable for use in accordance with
the Report of the Materials and Equipment Acceptance (MEA) Division.

Gaston Silva, R.A., Ccmnissicner

MEA 278-96-E
Report of Material and Equipment Acceptance Division

Manufacturer — The Maiman Campany. 3839 E. Mustard Way, Springfield,
Misscuri 65803

Trade Name — Maiman

Product — Fire rated dood asseawly

Pertinent Code Section — 27-329, 27-342.

Prescribed Test(s) — RS 5-6 (ASIM E 152).

Laboratories - Underwriters Laboratories Inc.

Test Report — U.L. file R14984 dated February 15, 1995.

Description — Wocd covered care swinging type fire door assemblies.

The single-swing door assembly for an opening of 42 in. in width by
108 in. in height.The swinging docor pair is for an cpening of 84 in.
in width by 108 in. in height. The docr assemblies are designed far
the protecticn of cpening of copenings in walls for 1-1/2 h locations.
The frames in which the dcors are mounted is UL 1Isted, pressed-steel
type frames, manufactured fram No. 16 gauge, cold rolled steel with
5/8 in. high stops. The single door assemblies incorporated a UL
Listed mortise type lockset with a 3/4 in. latch throw. The active
leaf of the docor pair incorporated a UL Listed mortise type lockset
with a 3/4 in. latch throw. The inactive leaf incorporated UL Listed
flush bolts with a throw of 7/8 in. Each dcor is provided with four
mortise type steel hinges of the ball bearing type, 4 1/2 in. high and
1/8 in. thick. The hinges werz aiiaiiied to the door and frame with
SCrews.

Recammendation - That the above descriled doors be accepted a providing
1-1/2 fire protection rating when installed in accordance with
Reference Standard RS 5-8 (NFPA 80-197) for class B ocpenings, on
condition that the certificates or labels accampanying all shipments
shall be provided by the testing service which shall be regularly
engaged by the manufacturer to make pericdic inspecticns and/cr tests
cf the doors in the course of their manufacture. All shipments and
deliveries of such materials shall, in addition, be accompanied by a
metal tag certirylng that the materials snmippea or delivered are
equivalent to those testad and acceptable for use, as provided for in
article 27-131 Of the Building Code.
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